
Sincerely,
CS-PESMX

The GU24 CFL lamp, part number FFV3420067S in several  Panasonic lighted fan models has been discontinued 
in the market. The following LED grill part numbers FFV0511VQL1AA / FFV0511VQL1BB / FFV3400147S are 
now available as substitutes. Please refer to the fan models in the chart below when selecting the appropriate 
replacement service part. 
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TYPE 1
Applicable Models: FV-08VQL6, FV-11VQL6, FV-15VQL6, FV-08VKL4, FV-08VKSL4, FV-11VKL4,
FV-13VKL4, FV-13VKSL4, FV-08VKL3, FV-08VKSL3, FV-11VKL3, FV-13VKL3,FV-13VKSL3, FV-15VQL5, 
FV-08-11VFL5, FV-08VSL3,  FV-10VSL3, FV-10VSL3E  

2.Applicable to Models: FV-08VQL6,FV-11VQL6, FV-15VQL6,
FV-08VKL3, FV-08VKSL3, FV-11VKL3, FV-13VKL3,FV-13VKSL3,
FV-15VQL5. 

Remove the Light Lead Wire Assy A, discard the screws,
cord clips and Lead wire.                                            (Fig.3)

(Fig.1)

(Fig.3)

3.-This operation apply Models: FV-08-11VFL5, FV-08VSL3,  
FV-10VSL3,FV-10VSL3E,FV-08VKL3, FV-08VKSL3, FV-11VKL3, 
FV-13VKL3,FV-13VKSL3, FV-15VQL5. 
Remove the Light Lead Wire Assy A and discard. (Fig.4)

(Fig.4)

Please refer to the following instructions below when replacing existing lighted grill 
containing  GU24 CFL lamps part # FFV3420067S

1. Remove the grill by pulling down the mounting spring. 
Remove the plug connector then pull down the other mounting
spring (Squeeze mounting spring and pull down carefully). (Fig.1)

(Fig.2)

Model: FV-08VKL3, FV-08VKSL3, FV-11VKL3, FV-13VKL3,FV-13VKSL3,
FV-15VQL5.
Remove the Ballast by unfastening the 3 screws (ST4.12X12)
and discard.                                                                          (Fig.2)
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TYPE 1 Continued.

Installation Guide for Replacement grills FFV0511VQL1AA and FFV3400147S

(Fig.6)

(Fig.5)

Models: FV-08VQL6, FV-11VQL6, FV-15VQL6, FV-08VSL3,  
FV-10VSL3, FV-10VSL3E, FV-08VKL4, FV-08VKSL4, FV-11VKL4.
FV-13VKL4, FV-13VKSL4, FV-08VKL3, FV-08VKSL3, FV-11VKL3, 
FV-13VKL3, FV-13VKSL3, FV-15VQL5.  Install part # FFV0511VQL1AA
Model: FV-08-11VFL5 Install part # FFV3400147S

Insert the new subtitute grill with one mounting spring , 
Insert the Plug Connector into the Housing of Connector Plate. 

(Fig.5)

Insert the second mounting spring into the slot as shown to attach
grill to fan body.                                                                         (Fig.6)
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TYPE 2

Applicable Models: FV-11VQCL5, FV-08VQCL5, FV-08VKML3, FV-13VKML3, FV-08VQCL6, 
FV-11VQCL6, FV-08VKML4, FV-13VKML4

(Fig.1)

(Fig.2)

(Fig.3)

Please refer to the following instructions below when replacing existing lighted grill containing 
GU24 CFL lamp part # FFV3420067S 

1. Remove the grill by pulling down the mounting spring.
Remove the  plug connector then pull down the other mounting
spring  by squeezing the spring carefully).
Remove the motion sensor from grill. Discard grill only. Motion

sensor will be reinstalled into the substitute grill.      
(Fig.1)

Model: FV-11VQCL5, FV-08VQCL5, FV-08VKML3, FV-13VKML3
Remove the Ballast by unfastening the 3 screws (ST4.12X12)
and discard.                                                               (Fig.2)

Models: FV-11VQCL5, FV-08VQCL5, FV-08VKML3, FV-13VKML3
FV-08VQCL6, FV-11VQCL6, FV-08VKML4, FV-13VKML4

Remove the Light Lead Wire Assy A and discard wire clip 
and screw .                                                            (Fig.3)



Contact Us 
For technical support and troubleshooting please call Panasonic Call Center at 1-866-292-7299 {USA) or 1-800-669-5165 {Canada)  

     Monday-Friday 9 am - 6 pm, EST or, send your request by E-mail to our support team at ventfans@us.panasonic.com
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TYPE 2 Continued

How to Install the Motion Sensor in Sensor Cover
- Insert the motion sensor pin side into the Grill Sensor Cover,
until you hear Click.    (Fig. 5) 

(Fig.6)

(Fig.4)

(Fig.5)
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Installation Guide for Substitute grill part # FFV0511VQL1BB 

Models: FV-11VQCL5, FV-08VQCL6 ,FV-11VQCL6
Insert the new subtitute grill mounting on one spring clip, 
Insert the plug connector into the housing of connector plate.

(Fig.4)

Models: FV-11VQCL5, FV-08VQCL5, FV-08VKML3, FV-13VKML3
FV-08VQCL6, FV-11VQCL6, FV-08VKML4, FV-13VKML4

Insert the second mounting spring into the slot as shown to attach
grill to fan body. (Fig.6)


